
Supplement 15/68 

to Spare Parts List Type 8 

New parts: 

311 101 351 B Cylinder head 
(see Workshop Bulletin M/61) 

311 105 401 AB Connecting rod (brown) 

311 105 401 AG Connecting rod (grey) 
(supplied in various weight grades) 

311 109301 B Push rod  Valve 

113 109 427 A Bearing support 

311 109443 A Rocker arm 
(see Workshop Bulletin M/61) 

341 115451 Oil breather 

311 115541 Rubber valve 
(see Workshop Bulletin M/67) 

311 129933 Relay shaft 

311 129937 Lever 

311 129 941 Lever 

311129953 Pin 
(see Workshop Bulletin) 

111307113A Oil seal 
(improvement) 

311 311 255 Operating sleeve 
(see Workshop Bulletin H/99) 

311 813 197 Screen plate 
(see Workshop Bulletin) 

361 863465 Rubber lining (039) (040) 

361 863879 Lining (039) (040) 

361 863 880 Lining (039) (040) 
(due to introduction of the color anthracite) 

361 867501 A Roof lining (374) 
(alteration of Pari No.) 

311 867933 Insulation 
(see Workshop Bulletin) 

361 885753 Rubber lining (039) (040) 
(due to introduction of the color anthracite) 
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311 885775 C 

NIl 5331 

SP 247 

Padding
 
(change in production)
 

Washer A 7.4 DIN 125
 
(New pari)
 

1 set of paris for progressive carburetor operation
 
(see Workshop Bulletin)
 

No longer available: 

311 105401 

311 105 401 A 

113 301 205 D 

361 863 465 

361 863879 

361 863880 

361 867501 

361 885753 

311 885775 B 

superseded by: 311 105401 AB/AG 

superseded by: 311 105 401 AB/AG 

superseded by: 113 301 205 E 

superseded by: 361 863 465 (039) (040) 

superseded by: 361 863879 (039) (040) 

superseded by: 361 863880 (039) (040) 

superseded by: 361 867501 A 

superseded by: 361 885753 (039) (040) 

superseded by: 311 885775 C 
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